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ECO Door Hinges Ø18 mm, 120 mm 

Type:  OBX-18-1531/120  

Roll length: 120 mm 

Roll diameter: 18 mm 

Material thickness: Frame part 3.5 mm, wing part 3 mm 

Material: 1.4301 / 1.0332 zinc-plated / 1.0332 nickel-plated 

Installation: rebated 

Classification:  3   7   4   1   1   *   1   11 

Manufacturing plant:  DO 25.21 

Intended use: 

Essential properties 
Sections with requirements in 
EN 1935:2002/A1:2003 

Performance of the product 

Self-closing 5.1 Starting measurement of the friction torque 
5.2.1 Load deformation 
5.2.2 Overload  
5.3 Shear strength 
5.6 Door hinges for fire- and/or smoke protection doors 

Passed Class 11 
Passed Class 11 
Passed Class 11 
Passed Class 11 
Passed Class 1 

Durability 5.4 Durability operation test 
5.8 Door hinge groups with common design 
characteristics 
5.5 Corrosion resistance 

Passed Class 11 
Same pivot bearing, same roll, 
diameter, same material thickness 
*1.4301:                         Passed Class 4 
*1.0332 zinc-plated:    Passed Class 4 
*1.0332 nickel-plated: Passed Class 2 

Dangerous substances Annex ZA.3 The manufacturer has not declared 
any dangerous substances. 
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ECO Door Hinges Ø18 mm, 120 mm 

Type:  OBX-18-2541/120 

 OBN-18-4141/120 

Roll length: 120 mm 

Roll diameter: 18 mm 

Material thickness: Frame part 3.5 mm, wing part 3 mm 

Material: 1.4301 / 1.0332 zinc-plated / 1.0332 nickel-plated 

Installation: flush 

Classification:  3   7   4   1   1   *   1   11 

Manufacturing plant:  DO 25.21 

Intended use: 

Essential properties 
Sections with requirements in 
EN 1935:2002/A1:2003 

Performance of the product 

Self-closing 5.1 Starting measurement of the friction torque 
5.2.1 Load deformation 
5.2.2 Overload  
5.3 Shear strength 
5.6 Door hinges for fire- and/or smoke protection doors 

Passed Class 11 
Passed Class 11 
Passed Class 11 
Passed Class 11 
Passed Class 1 

Durability 5.4 Durability operation test 
5.8 Door hinge groups with common design 
characteristics 
5.5 Corrosion resistance 

Passed Class 11 
Same pivot bearing, same roll 
diameter, same material thickness 
*1.4301:   Passed Class 4 
*1.0332 zinc-plated:   Passed Class 4 
*1.0332 nickel-plated: Passed Class 2 

Dangerous substances Annex ZA.3 The manufacturer has not declared any 
dangerous substances. 
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ECO Door Hinges Ø18 mm, 120 mm 

Type:  OBX-18-2229/120 

Roll length: 120 mm 

Roll diameter: 18 mm 

Material thickness: Frame part 3.5 mm, wing part 3 mm 

Material: 1.4301 / 1.0332 zinc-plated / 1.0332 nickel-plated 

Installation: flush 

Classification:  2   7   3   1   1   *   0   10 

Manufacturing plant:  DO 25.21 

Intended use: 

Essential properties 
Sections with requirements in 
EN 1935:2002/A1:2003 

Performance of the product 

Self-closing 5.1 Starting measurement of the friction torque 
5.2.1 Load deformation 
5.2.2 Overload  
5.3 Shear strength 
5.6 Door hinges for fire- and/or smoke protection doors 

Passed Class 10 
Passed Class 10 
Passed Class 10 
Passed Class 10 
Passed Class 1 

Durability 5.4 Durability operation test 
5.8 Door hinge groups with common design 
characteristics 
5.5 Corrosion resistance 

Passed Class 10 
Not applicable 
 
*1.4301:   Passed Class 4 
*1.0332 zinc-plated:   Passed Class 4 
*1.0332 nickel-plated: Passed Class 2 

Dangerous substances Annex ZA.3 The manufacturer has not declared any 
dangerous substances. 
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ECO Door Hinges Ø18 mm, 120 mm 

Type:  OBX-18-2128/120 

Roll length: 120 mm 

Roll diameter: 18 mm 

Material thickness: Frame part 3.5 mm, wing part 3 mm 

Material: 1.0332 zinc-plated / 1.0332 nickel-plated 

Installation: flush 

Classification:  3   7   4   1   1   *   0   11 

Manufacturing plant:  DO 25.21 

Intended use: 

Essential properties 
Sections with requirements in 
EN 1935:2002/A1:2003 

Performance of the product 

Self-closing 5.1 Starting measurement of the friction torque 
5.2.1 Load deformation 
5.2.2 Overload  
5.3 Shear strength 
5.6 Door hinges for fire- and/or smoke protection doors 

Passed Class 11 
Passed Class 11 
Passed Class 11 
Passed Class 11 
Passed Class 1 

Durability 5.4 Durability operation test 
5.8 Door hinge groups with common design 
characteristics 
5.5 Corrosion resistance 

Passed Class 11 
Not applicable 
 
*1.0332 zinc-plated: Passed Class 4 
*1.0332 nickel-plated: Passed Class 2 

Dangerous substances Annex ZA.3 The manufacturer has not declared any 
dangerous substances. 
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ECO Door Hinges Ø18 mm, 120 mm 

Type:  OBX-18-2128/120 

Roll length: 120 mm 

Roll diameter: 18 mm 

Material thickness: Frame part 3.5 mm, wing part 3 mm 

Material: 1.4301 

Installation: flush 

Classification:  4   7   5   1   1   4   0   12 

Manufacturing plant:  DO 25.21 

Intended use: 

Essential properties 
Sections with requirements in 
EN 1935:2002/A1:2003 

Performance of the product 

Self-closing 5.1 Starting measurement of the friction torque 
5.2.1 Load deformation 
5.2.2 Overload  
5.3 Shear strength 
5.6 Door hinges for fire- and/or smoke protection doors 

Passed Class 12 
Passed Class 12 
Passed Class 12 
Passed Class 12 
Passed Class 1 

Durability 5.4 Durability operation test 
5.8 Door hinge groups with common design 
characteristics 
5.5 Corrosion resistance 

Passed Class 12 
Not applicable 
 
1.4301: Passed Class 4 

Dangerous substances Annex ZA.3 The manufacturer has not declared 
any dangerous substances. 
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ECO Door Hinges Ø18 mm, 120 mm 

Type:  OBX-18-1531/120 LG 

 OBX-18-1531/120 LG-RC-A 

 OBX-18-1531/120 LG-RC-B 

 OBX-18-1531/120 LG-TZ 

 OBX-18-1531/120 LG RC-A-TZ 

 OBX-18-1531/120 LG RC-B-TZ 

Roll length: 120 mm 

Roll diameter: 18 mm 

Material thickness: Frame part 3 mm, wing part 3 mm 

Material: 1.4301 

Installation: rebated 

Classification:  4   7   7   1   1   3   1   14 

Manufacturing plant:  DO 25.21 

Remarks: LG= laserwelded; TZ= with reinforcing dowel; RC-A= outer frame part 
chambers closed, RC-B= middle frame part chamber closed 

Intended use: 

Essential properties 
Sections with requirements in 
EN 1935:2002/A1:2003 

Performance of the product 

Self-closing 5.1 Starting measurement of the friction torque 
5.2.1 Load deformation 
5.2.2 Overload  
5.3 Shear strength 
5.6 Door hinges for fire- and/or smoke protection doors 

Passed Class 14 
Passed Class 14 
Passed Class 14 
Passed Class 14 
Passed Class 1 

Durability 5.4 Durability operation test 
5.8 Door hinge groups with common design 
characteristics 
5.5 Corrosion resistance 

Passed Class 14 
Same pivot bearing, same roll 
diameter, same material thickness 
Passed Class 3 

Dangerous substances Annex ZA.3 The manufacturer has not declared 
any dangerous substances. 
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ECO Door Hinges Ø18 mm, 120 mm 

Type:  OBX-18-2541/120-LG 

 OBX-18-2541/120-LG-RC-A 

 OBX-18-2541/120-LG-RC-B 

 OBX-18-2541/120-LG-TZ 

 OBX-18-2541/120-LG RC-A-TZ 

 OBX-18-2541/120-LG RC-B-TZ 

 OBN-18-4141/120-LG 

 OBN-18-4141/120-LG-angled 

 OBN-18-4242/120-LG 

Roll length: 120 mm 

Roll diameter: 18 mm 

Material thickness: Frame part 3 mm, wing part 3 mm 

Material: 1.4301 

Installation: flush 

Classification:  4   7   7   1   1   3   1   14 

Manufacturing plant:  DO 25.21 

Intended use: 

Essential properties 
Sections with requirements in 
EN 1935:2002/A1:2003 

Performance of the product 

Self-closing 5.1 Starting measurement of the friction torque 
5.2.1 Load deformation 
5.2.2 Overload  
5.3 Shear strength 
5.6 Door hinges for fire- and/or smoke protection doors 

Passed Class 14 
Passed Class 14 
Passed Class 14 
Passed Class 14 
Passed Class 1 

Durability 5.4 Durability operation test 
5.8 Door hinge groups with common design 
characteristics 
5.5 Corrosion resistance 

Passed Class 14 
Same pivot bearing, same roll 
diameter, same material thickness 
Passed Class 3 

Dangerous substances Annex ZA.3 The manufacturer has not declared 
any dangerous substances. 
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ECO Door Hinges Ø18 mm, 120 mm 

Type:  OBX-18-1532/120 LG 

 OBX-18-1532/120 LG-RC-A 

 OBX-18-1532/120 LG-RC-B 

 OBX-18-1532/120 LG-TZ 

 OBX-18-1532/120 LG RC-A-TZ 

 OBX-18-1532/120 LG RC-B-TZ 

Roll length: 120 mm 

Roll diameter: 18 mm 

Material thickness: Frame part 3 mm, wing part 3 mm 

Material: 1.4301 

Installation: flush 

Classification:  4   7   7   1   1   3   1   14 

Manufacturing plant:  DO 25.21 

Intended use: 

Essential properties Sections with requirements in 
EN 1935:2002/A1:2003 Performance of the product 

Self-closing 5.1 Starting measurement of the friction torque 
5.2.1 Load deformation 
5.2.2 Overload  
5.3 Shear strength 
5.6 Door hinges for fire- and/or smoke protection doors 

Passed Class 14 
Passed Class 14 
Passed Class 14 
Passed Class 14 
Passed Class 1 

Durability 5.4 Durability operation test 
5.8 Door hinge groups with common design characteristics 
 
5.5 Corrosion resistance 

Passed Class 14 
Same pivot bearing, same roll diameter,  
same material thickness 
Passed Class 3 

Dangerous substances Annex ZA.3 The manufacturer has not declared any 
dangerous substances. 

 




